1. WORKSTATION AND UPS 

Work Station - with Precision  Mini tower and Dual Processor

Intel Xeon Processor 3.0 GHz/800MHz/2MB, Intel EM64T

Integrated 2MB L2 Cache

Integrated Sound Blaster Compatible Audio Controller 16-BIT

Integrated SATA – 150 EIDE Controllers

Integrated Intel Pro 1000/XT Gigabit Ethernet

2nd Intel Xeon Processor 3.0 GHz/800MHz/2MB FSB

2 GB ECC Dual Channel DDR2 533 MHz SDRAM Memory

256 MB PCle x 16 NVIDIA Quadro FX 1400, Dual Monitor DVI or VGA Capable

USB Keyboard (English)

Mouse (2-Button with Scroll) with Mouse Mat

17” LCD Monitor 

220 V Power Cord

80 GB, Serial ATA (7200 rpm) Hard Disk Drive

Integrated IEEE 1394 fire Wire Controller 

48X/32X CD-RW Drive

Internal Speakers

Quick Reference Guide with telephone support assistance and 3 years onsite response (Parts & Labour)

UPS with 1 kVA rating, Single Phase Connection, battery back up of at least 60 min., Capable of arresting any spike in the input, constant output for a wide range of input voltages.

