AUTO LAB EQUIPMENT SPECIFICATIONS

TWO POST LIFT - Specifications
	Sl. No.
	Parameters
	

	1.
	Lifting capacity
	2500  kg

	2.
	Electric motor power rating 
	3  kW

	3.
	Maximum lifting height
	1750 mm

	4.
	Swiveling arms adjustments – minimum

Swiveling arms adjustments – maximum
	650 mm

1050 mm


COMPRESSOR - Specifications
	Sl. No.
	Parameters
	

	1.
	Maximum Pressure
	9 kg/cm2 (128 psi) - Single Stage

	2.
	Tank Capacity
	160 liters

	3.
	Free Air Delivery
	250 lpm

	4.
	Motor Power
	2.2 kW


Features:
· Should be designed for continuous duty

· Should have deep fined cast iron cylinders and aluminium cooler tubes

· Should have aero-dynamically designed fan with large blades for higher air flow

· Should be totally enclosed belt guard

· Should be mounted on rollers

BENCH DRILLING - Specifications
	Sl. No.
	Parameters
	

	1.
	Maximum Drilling Capacity in steel (in mm)
	Ø 12

	2.
	Speed range  (in rpm)
	540 – 3040 in 4 steps

	3.
	Spindle taper
	MT-2


HYDRAULIC JACK AND LIFT - Specifications 
· Trolley type, portable hydraulic jack

· Capacity 4 ton with wheels (castors) for automobile servicing

