# NOTICE INVITING TENDERS NO: NITT/EMD//Civil/ 2015 <br> TENDER NOTIFICATION 

Ref: NIT-T/EMD/ COW/Civil Works / 2015
Date.11.06.2015
The Chief of woks, Estate Maintenance Department, NIT-Trichy - 620015 invites on behalf of The Director, NIT,Trichy-620 015 sealed item rate tenders from the approved and eligible contractors of NITT/CPWD and those in the appropriate list of Tamil Nadu state PWD, Railways, MES and BSNL for the following work. Sealed tenders will be received by the Registrar, National Institute of Technology, Tiruchirappalli-15 up to 3.00 p.m on 23.06.2015. The tender will be opened at 3.30. p.m of Registrar office.

| Enq <br> No. | Est <br> Id. No | Name of work | Estimate <br> cost <br> Rs. | Earnest <br> Money <br> Rs | Last date <br> for <br> Submission <br> of the <br> tenders | Tender <br> cost |
| :--- | :---: | :--- | :---: | :---: | :---: | :---: |
| 3.1 | 31 | Internal painting to Agate, Coral \& Diamond <br> Hostels. | $8,48,936 /-$ | $17,000 /$ | 23.06 .2015 | Rs.150/ <br> - |
| 3.2 | 32 | External painting to Opal B \& C Blocks. | $6,31,480 /-$ | $12,700 /-$ | 23.06 .2015 | Rs.150/ <br> - |
| 3.3 | 33 | External painting to Agate, Coral \& Diamond <br> Hostels. | $9,06,290 /-$ | $18,200 /-$ | 23.06 .2015 | Rs. $150 /$ <br> - |

Tender details in this regard may also be seen in the Notice board of office of the Estate office, Estate Maintenance Department, NIT, Trichy - 15 during office hours on any working days.

The tender document can be downloaded from the Institute Web Site www.nitt.edu/home/others/tenders/. The tender cost and Earnest money should be enclosed along with tender schedule in the form of separate Demand Draft of any Nationalized bank Drawn in favour of "The Director, NIT, Trichy - 15.

## Name of Work: Internal painting to Agate, Coral \& Diamond Hostels.

| $\begin{gathered} \text { ITEM } \\ \text { No } \end{gathered}$ | SUB-HEADS AND ITEM OF WORK | QTY | UNIT | RATE (Rs) | RATE (In Words) | AMOUNT(Rs) |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 1 | White washing with lime to give an even shade : |  |  |  |  |  |
| 1.1 | Old work (one or more coats) | 6100.00 | sqm |  |  |  |
| 2 | Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade : |  |  |  |  |  |
| 2.1 | One or more coats on old work | 8000.00 | sqm |  |  |  |
| 3 | Distempering with 1st quality acrylic washable distemper (ready made) of approved manufacturer and of required shade and colour complete. as per manufacturer's specification. |  |  |  |  |  |
| 3.1 | One or more coats on old work | 15900.00 | sqm |  |  |  |
|  | TOTAL |  |  |  |  |  |

## TENDER DOCUMENT

## Name of Work: External painting to Opal B \& C Blocks.

| $\begin{aligned} & \hline \text { ITEM } \\ & \text { No } \end{aligned}$ | SUB-HEADS AND ITEM OF WORK | QTY | UNIT | RATE (Rs) | RATE (In Words) | AMOUNT(Rs) |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| 1 <br>  <br>  <br>  <br>  | Repairs to plaster of thickness 12 mm to 20 mm in patches of area 2.5 sq . meters and under, including cutting the patch in proper shape, raking out joints and preparing and plastering the surface of the walls complete, including disposal of rubbish to the dumping ground within 50 metres lead : | 100.00 | sqm |  |  |  |
| 1.1 | With cement mortar 1:4 (1 cement : 4 fine sand) |  |  |  |  |  |
| 2 | Painting with synthetic enamel paint of approved brand and manufacture of required colour to give an even shade : |  |  |  |  |  |
| 2.1 | One or more coats on old work | 850.00 | sqm |  |  |  |
| 3 | Finishing walls with Acrylic Smooth exterior paint of required shade : |  |  |  |  |  |
| 3.1 | Old work (One or more coat applied @ $0.90 \mathrm{ltr} / 10 \mathrm{sqm}$ ). | 13800.00 | sqm |  |  |  |
|  | TOTAL |  |  |  |  |  |

## TENDER DOCUMENT

Name of Work: External painting to Agate, Coral \& Diamond Hostels.

| ITEM <br> No | SUB-HEADS AND ITEM OF WORK | QTY | UNIT | RATE (Rs) | RATE (In Words) | AMOUNT(Rs) |
| :--- | :--- | :--- | :--- | :--- | :--- | :--- |
| 1 | Finishing walls with Acrylic Smooth exterior paint of <br> required shade : |  |  |  |  |  |
| 1.1 | Old work (One or more coat applied @ 0.90 ltr/10 sqm). |  |  |  |  |  |
|  |  | 22000.00 | sqm |  |  |  |

Signature of Contractor

